
FAN DATA
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Dimensions in inches/mm

*PV 150x and 
larger ENERGY 
STAR® 
qualified.

Model A B C D E F G Weight
lbs(kgs)

PV-100 313/16

97.5
313/16

97.5
43/4

120
711/16

196
71/2

190
43/4

120
99/16

243
7

3.0

PV-100x 313/16

97.5
313/16

97.5
43/4

120
711/16

196
71/2

190
43/4

120
99/16

243
7

3.0

PV-125 413/16

122.5
413/16

122.5
43/4

120
713/16

198
71/2

190
43/4

120
99/16

243
7

3.0

PV-125x 413/16

122.5
413/16

122.5
43/4

120
713/16

198
71/2

190
43/4

120
99/16

243
7

3.0

PV-150 513/16

147
513/16

147
43/4

120
87/16

214
95/16

236
43/4

120
131/8

334
11

5.0

PV-150x 513/16

147
513/16

147
43/4

120
87/16

214
95/16

236
43/4

120
131/8

334
11

5.0

PV-200 713/16

198
713/16

198
43/4

120
83/4

223
95/16

236
43/4

120
131/8

334
11

5.0

PV-200x 713/16

198
713/16

198
43/4

120
83/4

223
95/16

236
43/4

120
131/8

334
11

5.0

PV-250 93/4

248
93/4

248
43/4

120
81/16

205
95/16

236
43/4

120
131/8

334
13

6.0

PV-250x 93/4

248
93/4

248
43/4

120
81/16

205
95/16

236
43/4

120
131/8

334
13

6.0

PV-315 125/16

312
125/16

312
43/4

120
93/16

233
109/16

269
43/4

120
1513/16

401
21

10.0

PV-315x 125/16

312
125/16

312
43/4

120
93/16

233
109/16

269
43/4

120
1513/16

401
21

10.0
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MODEL PV-POWERVENT
For High Static Pressure Applications
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